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Console di mixaggio mg12

Codice CK194783

EAN 4957812553940
Marca YAMAHA

Part number CMG12YEM

Storage unit

Unita di vendita Cadauno
Confezione 1
Imballaggio 1

Peso (kg) 5.935
Volume (cm3) 37440

12-Channel Mixing Console: Max. 6 Mic / 12 Line Inputs (4 mono + 4 stereo) / 2 GROUP Buses +

1 Stereo Bus / 2 AUX (incl. FX)

e 12-Channel Mixing Console

Max. 6 Mic / 12 Line Inputs (4 mono + 4 stereo)

2 GROUP Buses + 1 Stereo Bus

2 AUX (incl. FX)

D-PRE mic preamps with an inverted Darlington circuit
1-Knob compressors

PAD switch on mono inputs

+48V phantom power

XLR balanced outputs

Internal universal power supply for world-wide use
Optional Rack Mount Kit RK-MG12 Available
Metal chassis

308 mm x 118 mm x 422 mm (12.1" x4.6" x16.6")
Net Weight: 4.0 kg (8.8 Ibs.)




SPECIFICHE

Marca YAMAHA
GENERALI

Altezza 118 mm
Colore primario Nero
Crosstalk 0db
Harmonic Distortion 0,03 %
Profondita 422 mm
Lunghezza 308 mm
Peso 4 kg
Power Consumption 22 W
SN Ratio: Line 12 db
SN Ratio: Mic 12 db
SN Ratio: Phono 12 db
CROSS FADER

Fader Curve 0
EFFETTISTICA/SAMPLER

Auto BPM Counter No
Effect Level & Depth Volume No
Numero effetti beat 0
Reverse No
USCITA

Booth Output (RCA) 2
Master Output (RCA) 2
Master Output (XLR) 1

Send (1/4 inch Phone) 2

USB 0
INGRESSO

CDI/LINE Input 12

MIC Input (1/4 inch Phone) 6

MIC Input (XLR) 0
PHONO Input 0




RETURN (1/4 inch Phone)

usB 0

CANALI

Channel EQ Presente
Fader Curve 0

Level Meter Size 24 segment

Level MeterType

2 x 12 segment LED meter

N° di canali 12
MICROFONO

Mic Connection 6 phono
Mic EQ Range 15 db
Dettagli Mic EQ Range +15/-15 db




