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Switch HIKVISION DS-3E1309P-EI

Codice CK251732

EAN 6941264052883

Marca HIKVISION

Part number DS-3E1309P-EI

Storage unit

Unità di vendita Cadauno

Confezione 1

Imballaggio 1

Peso (kg) 1.055

Volume (cm³) 2451

 
8 Port Fast Ethernet Smart POE Switch 
8 × 100 Mbps PoE RJ45 ports, 1 × gigabit network RJ45 port. 
IEEE 802.3at/af standard for PoE ports. 
Network topology management, alarm push, network health monitor. 
6 KV surge protection for PoE ports. 
Up to 300 m long-range transmission. 
AF/AT camera can reach up to 300 m in extend mode. 
 

SPECIFICHE

Marca HIKVISION

Numero porte LAN 8  n



ALIMENTAZIONE

Power Supply PoE

Alimentatore incluso No

Consumo energetico 30 W

Alimentazione ridondata No

CARATTERISTICHE TECNICHE

Power over Ethernet (PoE) Si

Nr. porte PoE 8

Quality Of Service (QOS) No

Supporto Routing (Layer 3) No

Vlan supportate 0

PoE Budget 110 W

Gestione Smart Managed (WEB)

Industriale No

Stackable No

CARATTERISTICHE FISICHE

Altezza 26,7 mm

Larghezza 170 mm

Peso 350 gr

Profondità 93,1 mm

Rack-Mountable No

Nr. unità rack 0

CONNETTIVITÀ

Porta Console No

Nr. porte LAN 8 N

Nr. porte Uplink 0

Tipo e velocità porte LAN RJ-45 10/100

Tipo e velocità porte Uplink N/A


