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Router ethernet 4 D-LINK G403C/E

Codice CK424978

EAN 0790069476860

Marca D-LINK

Part number G403C/E

Storage unit

Unità di vendita Cadauno

Confezione 1

Imballaggio 1

Peso (kg) 0.564

Volume (cm³) 3289

D-Link G403C/E router wireless Fast Ethernet Banda singola (2.4 GHz) 4G BiancoUninterrupted 
4G Internet Anytime, Anywhere The G403C is an ideal solution for areas with or without wired 
Internet, including homes, businesses, events, cottages, and RVs. It offers reliable 4G LTE/3G 
connectivity with speeds up to 150 Mbps downlink and 50 Mbps uplink. 32-Device Connectivity 
Made Easy Connect and enjoy seamless 4G LTE/3G Internet on 32 devices simultaneously, 
perfect for work, entertainment, and more. Easy setup, Cable-free Anyone can do it. Insert the SIM 
card for immediate Internet access with an easy setup. WAN Failover Uninterrupted Connectivity 
With Peace of Mind Instantly switches between your 4G LTE and broadband connections to 
ensure uninterrupted Internet access. If the primary connection fails, the backup kicks in 
automatically, keeping your Internet connection reliable and hassle-free. Wi-Fi Speed up to 300 
Mbps Provide enough bandwidth with Wi-Fi speeds up to 300 Mbps for smooth Internet 
browsing, email, and social media use. Boosted by 5dBi Antennas Equipped with 5dBi external 
antennas to enhance cellular LTE and Wi-Fi signals, ensuring better coverage and performance. 
Enhanced Security Keep your network secure with guest Wi-Fi, WPA3 encryption, and security 
certifications including EN 18031 and IEC 62443-4-1.



SPECIFICHE

Marca D-LINK

Connettività ethernet

Numero porte LAN 4

CARATTERISTICHE FISICHE

Peso 240 gr

CONFEZIONE

Kit e Accessori Vari Guida rapida

CONFORMITÀ

Dichiarazioni di Conformità CE

ALIMENTAZIONE

Power Supply Corrente Max 1 A

Power Supply DC

Alimentazione ridondata No

Tipologia di alimentazione ridondata Nessuna ridondanza di alimentazione

CARATTERISTICHE TECNICHE

Interfaccia di gestione Web-based

CONNETTIVITÀ

Porta Console No

Slot di espansione No

Nr. slot di espansione 0

Tipoogia porte LAN RJ-45

Nr. porte LAN 4

Velocità LAN 10/100 Mbit/s

Nr. porte per fibra ottica (SFP, SFP+, 

Gbic, ...)

0

WAN secondaria No

Tipoogia porta WAN RJ-45

Connessione WAN Ethernet

PROTOCOLLI

Supporto IP IPv4

WIRELESS



Antenna inclusa Si

Connettore antenna esterna Non presente

Estensioni Wireless Si

Banda di frequenza 2,4 GHz

Wireless Security Si

Potenza antenna 5 Dbi

Protocolli WiFi supportati 802.11 b/g/n

Wireless Security WPA3

SICUREZZA

Cifratura VPN YES

Firewall Integrato Si

Supporto VPN No

VOIP

Tipo Porte Voce NO

Caselle Vocali (Mailbox) No

Nr. porte voce 0

Supporto Voce No

Porte Voce No


